Unit: mm

LED Rrking lLght

Features

Top ED ight surce

Energy aving,environmentally fiendly,long
lifespan

Radiator made 6®Aluminium #oy hich ls he
best lat onductivity

Applied \ith ptented secindary @tics on-
imaging éns,over 9% uminaire atraction
efficiency

Convenient nstallation ¢ eplace HPS drectly
Rectangular ight got \ith miform dstribution,
the llumination wiformity s eer 06
Powered aAC bard wltage nput,output 3V
with onstant arrent dive

The espiratory gstem s esigned ¢ @sure
the dst esistance,water esistance adself
cleaning &ility

Aesthetic $yle

National-wide warious nvention ptents
Independent ED nodular with djustable
beam agle,easy rstallation, asy
maintenance

Application

Parking,garden,park,yard
Local oad,petrol gation

indoor énnis gound

Power supply
- Input wltage AC 70~250V,50~60Hz

* Output wltage [OC53V

Installation
* Connect @8 08nm am banch

+ 60mm*80mm sguare ple

Technical

@&ta

Item ND. KS-8128/098T4 | KS-8128/112T4| KS-8128/126T4| KS-8128/140T4
Input Vicage AC 10~250V AC 10~250V AC 10~250V AC 10~250V
Frequency Ringe 50~60Hz 50~60Hz 50~60Hz 50~60Hz
Power Rctor(PF) >0.95 >0.95 >0.95 >0.95
Total Hrmonic Dstortion <15% <15% <15% <15%
Power Hficiency 88% 88% 88% 88%
Working Vlitage DC 3V DC 38V DC 38V DC 3V
LED @nsumption 110 W 125 W 141 W 156W
System @nsumption 123 W 140 W 158W 175 W
LED uminous Hficiency >90 /W >90 /W >90 /W >90 /W
LED nitial Fux 9900Lm 11250Lm 12690Lm 14040Lm
Lamp’s Hiciency(%) >90% >90% >90% >90%
6M leight >38Lux >43.5Lux >49Lux >54.5Lux
Average | 8M light >21.5Lux >24.5Lux >24.5Lux >32.5Lux
Humination| 5\ ignt >13.5Lux >15.5Lux >15.5Lux >19.5Lux
12M leight >9.5Lux >9.5Lux >11Lux >13.5Lux
6M leight 7.2x21m’ 7.2x21m’ 7.2x21m’ 7.2x21m’
“'IEmeeiCn‘ia‘:zd 8M light 9.6x28m" 9.6x28m’ 9.6x28nt 9.6x287
Area 10M light 12x35m’ 12x35nm’ 12x35m’ 12x35m’
12M leight 14.4x42m° 14.4x42m° 14.4x42m° 14.4x42m’

Color Temperature

warm white:3000~4000K; pre \hite:4000~6300K;

@ol ‘hite: wer 800K

Color Rndering mdex(CRI) Ra>75 | Ra>75 Ra>75 | Ra>75
Light Distribution C uve/Beam Asymmetric(Bat \ihg)/Rectangular Bam
Pattern
Junction Tem perature(Tj) <78 | <78 <79 | <79
W oking E wironm ent woking &m perature-40 ~50 ;working hum dity 1 06~95%
IP65 IP65 IP65
IP R ding IP65 P65 IP65 IP65

Light Body & L an pshade
M aterial

Alum num Alloy

Aluminum Alloy

Aluminum Alloy

Aluminum Alloy

Net W eght/G mss Weight

15.3kg

15.3kg

15.3kg

15.3kg

Packaging Sze(L)x(W x(H)

61L*42W 21H (C M)

61L*42W 21H (C M)

61L*42W 21H C M

61L*42W*21H(CM)




